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N/A for INF-7: Underground Infiltration. See
drawdown calculations within INF-7 worksheet
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Infiltration tests were performed in two of the excavated borings during the Geotechnical
Investigation. Well permeameter tests were performed. Additional information is provided
on Page 13 of the Geotechnical Investiation provided in Appendix E
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Infiltration tests were performed in two of the excavated borings during the Geotechnical Investigation.  Well permeameter tests were performed.  Additional information is provided on Page 13 of the Geotechnical Investiation provided in Appendix E 
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Volume Provided

[Drawdown |

Design Infiltration Rate = 1.61 in/hr
BMP Footprint, Area Al = 44"*10' = 440s.f.; Area A2 = 26'*10' = 260s.f.
Drawdown Rate, Area Al = 1.61in/hr*440 sf*1ft/12in=59.0cf/hr

Area A2 = 1.61in/hr*260 sf*1ft/12in=34.9cf/hr

Drawdown Time, Area Al = 2,851cf/59.0cf/hr = 48.3 hours*
Araa A2 =1 ARN,F/IRA Qrflhr = A7 A hniire*

*Per TGD XI 3.2 for Infiltration BMPs "Surface drawdown shall not exceed
96 hours because of vector issues. Drawdown time of subsurface storage
may exceed 96 hours, however consideration should be given to
maintenance activities and plant survival, as applicable, in selecting a
maximum subsurface drawdown time."
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BMP Footprint, Area A1 = 44'*10' = 440s.f.; Area A2 = 26'*10' = 260s.f. 
Drawdown Rate, Area A1 = 1.61in/hr*440 sf*1ft/12in=59.0cf/hr
                           Area A2 = 1.61in/hr*260 sf*1ft/12in=34.9cf/hr
Drawdown Time, Area A1 = 2,851cf/59.0cf/hr = 48.3 hours*
                            Area A2 = 1,660cf/34.9cf/hr = 47.6 hours*
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Drain Inserts

MP-52

Description

Drain inserts are manufactured filters or fabric placed in a drop
inlet to remove sediment and debris. There are a multitude of
inserts of various shapes and configurations, typically falling into
one of three different groups: socks, boxes, and trays. The sock
consists of a fabric, usually constructed of polypropylene. The
fabric may be attached to a frame or the grate of the inlet holds
the sock. Socks are meant for vertical (drop) inlets. Boxes are
constructed of plastic or wire mesh. Typically a polypropylene
“bag” is placed in the wire mesh box. The bag takes the form of
the box. Most box products are one box; that is, the setting area
and filtration through media occur in the same box. Some
products consist of one or more trays or mesh grates. The trays
may hold different types of media. Filtration media vary by
manufacturer. Types include polypropylene, porous polymer,
treated cellulose, and activated carbon.

California Experience

The number of installations is unknown but likely exceeds a
thousand. Some users have reported that these systems require
considerable maintenance to prevent plugging and bypass.

Advantages

m  Does not require additional space as inserts as the drain
inlets are already a component of the standard drainage
systems.

m Easy access for inspection and maintenance.

m  Asthere is no standing water, there is little concern for
mosquito breeding.

= Arelatively inexpensive retrofit option.

Limitations

Performance is likely significantly less than treatment systems
that are located at the end of the drainage system such as ponds
and vaults. Usually not suitable for large areas or areas with
trash or leaves than can plug the insert.

Design and Sizing Guidelines

Refer to manufacturer’s guidelines. Drain inserts come any
many configurations but can be placed into three general groups:
socks, boxes, and trays. The sock consists of a fabric, usually
constructed of polypropylene. The fabric may be attached to a
frame or the grate of the inlet holds the sock. Socks are meant
for vertical (drop) inlets. Boxes are constructed of plastic or wire
mesh. Typically a polypropylene “bag” is placed in the wire mesh
box. The bag takes the form of the box. Most box products are

Design Considerations

m Use with other BMPs
m Fit and Seal Capacity within Inlet

Targeted Constituents

Sediment
Nutrients
Trash

Metals
Bacteria

Oil and Grease

N RNRE™

Organics
Removal Effectiveness

See New Development and
Redevelopment Handbook-Section 5.
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MP-52 Drain Inserts

one box; that is, the setting area and filiration through media occurs in the same box. One
manufacturer has a double-box. Stormwater enters the first box where setting occurs. The
stormwater flows into the second box where the filter media is located. Some products consist
of one or more trays or mesh grates. The trays can hold different types of media. Filtration
media vary with the manufacturer: types include polypropylene, porous polymer, treated
cellulose, and activated carbon.

Construction/Inspection Considerations
Be certain that installation is done in a manner that makes certain that the stormwater enters

the unit and does not leak around the perimeter. Leakage between the frame of the insert and
the frame of the drain inlet can easily occur with vertical (drop) inlets.

Performance
Few products have performance data collected under field conditions.

Siting Criteria
It is recommended that inserts be used only for retrofit situations or as pretreatment where
other treatment BMPs presented in this section area used.

Additional Design Guidelines
Follow guidelines provided by individual manufacturers.

Maintenance
Likely require frequent maintenance, on the order of several times per year.

Cost

m The initial cost of individual inserts ranges from less than $100 to about $2,000. The cost of
using multiple units in curb inlet drains varies with the size of the inlet.

m  The low cost of inserts may tend to favor the use of these systems over other, more effective
treatment BMPs. However, the low cost of each unit may be offset by the number of units
that are required, more frequent maintenance, and the shorter structural life (and therefore
replacement).

References and Sources of Additional Information

Hrachovec, R., and G. Minton, 2001, Field testing of a sock-type catch basin insert, Planet CPR,
Seattle, Washington

Interagency Catch Basin Insert Committee, Evaluation of Commercially-Available Catch Basin
Inserts for the Treatment of Stormwater Runoff from Developed Sites, 1995

Larry Walker Associates, June 1998, NDMP Inlet/In-Line Control Measure Study Report
Manufacturers literature

Santa Monica (City), Santa Monica Bay Municipal Stormwater/Urban Runoff Project -
Evaluation of Potential Catch basin Retrofits, Woodward Clyde, September 24, 1998
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Drain Inserts MP-52

Woodward Clyde, June 11, 1996, Parking Lot Monitoring Report, Santa Clara Valley Nonpoint
Source Pollution Control Program.
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Vehicle Washing Areas SD-33

Design Objectives

B Maximize Infiltration
Provide Retention

Slow Runoff

Minimize Impervious Land
Coverage

Prohibit Dumping of Improper
Materials

M Contain Pollutants
M Collect and Convey

Photo Credit. Geoff Brosseau

Description

Vehicle washing, equipment washing, and steam cleaning may contribute high concentrations of
metals, oil and grease, solvents, phosphates, and suspended solids to wash waters that drain to
stormwater conveyance systems.

Approach

Project plans should include appropriately designed area(s) for washing-steam cleaning of
vehicles and equipment. Depending on the size and other parameters of the wastewater facility,
wash water may be conveyed to a sewer, an infiltration system, recycling system or other
alternative. Pretreatment may be required for conveyance to a sanitary sewer.

Suitable Applications

Appropriate applications include commercial developments, restaurants, retail gasoline outlets,
automotive repair shops and others.

Design Considerations

Design requirements for vehicle maintenance are governed by Building and Fire Codes, and by
current local agency ordinances, and zoning requirements. Design criteria described in this fact
sheet are meant to enhance and be consistent with these code requirements.

Designing New Installations

Areas for washing/steam cleaning should incorporate one of the
following features:

= Be self-contained and/or covered with a roof or overhang
m  Be equipped with a clarifier or other pretreatment facility

m Have a proper connection to a sanitary sewer

CALIFORNIA STORMWATER

January 2003 California Stormwater BMP Handbook 1of2
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SD-33 Vehicle Washing Areas

m Include other features which are comparable and equally effective

CAR WASH AREAS - Some jurisdictions’ stormwater management plans include vehicle-
cleaning area source control design requirements for community car wash racks in complexes
with a large number of dwelling units. In these cases, wash water from the areas may be
directed to the sanitary sewer, to an engineered infiltration system, or to an equally effective
alternative. Pre-treatment may also be required.

Depending on the jurisdiction, developers may be directed to divert surface water runoff away
from the exposed area around the wash pad ( parking lot, storage areas), and wash pad itself to
alternatives other than the sanitary sewer. Roofing may be required for exposed wash pads.

It is generally advisable to cover areas used for regular washing of vehicles, trucks, or
equipment, surround them with a perimeter berm, and clearly mark them as a designated
washing area. Sumps or drain lines can be installed to collect wash water, which may be treated
for reuse or recycling, or for discharge to the sanitary sewer. Jurisdictions may require some
form of pretreatment, such as a trap, for these areas.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for
redevelopment.

Additional Information
Maintenance Considerations

Stormwater and non-stormwater will accumulate in containment areas and sumps with
impervious surfaces. Contaminated accumulated water must be disposed of in accordance with
applicable laws and cannot be discharged directly to the storm drain or sanitary sewer system
without the appropriate permit.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.

20of 2 California Stormwater BMP Handbook January 2003
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Fueling Areas SD-30

Design Objectives

Maximize Infiltration
Provide Retention
Slow Runoff

Minimize Impervious Land
Coverage

Prohibit Dumping of Improper
Materials

M Contain Pollutants
M Collect and Convey
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Photo Credit: Geoff Brosseau

Description

Fueling areas have the potential to contribute oil and grease, solvents, car battery acid, coolant
and gasoline to the stormwater conveyance system. Spills at vehicle and equipment fueling
areas can be a significant source of pollution because fuels contain toxic materials and heavy
metals that are not easily removed by stormwater treatment devices.

Approach
Project plans must be developed for cleaning near fuel dispensers, emergency spill cleanup,
containment, and leak prevention.

Suitable Applications

Appropriate applications include commercial, industrial, and any other areas planned to have
fuel dispensing equipment, including retail gasoline outlets, automotive repair shops, and major
non-retail dispensing areas.

Design Considerations

Design requirements for fueling areas are governed by Building
and Fire Codes and by current local agency ordinances and zoning
requirements. Design requirements described in this fact sheet
are meant to enhance and be consistent with these code and
ordinance requirements.

Designing New Installations
Covering

January 2003 California Stormwater BMP Handbook 1of 3
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SD-30 Fueling Areas

Fuel dispensing areas should provide an overhanging roof structure or canopy. The cover’s
minimum dimensions must be equal to or greater than the area within the grade break. The
cover must not drain onto the fuel dispensing area and the downspouts must be routed to
prevent drainage across the fueling area. The fueling area should drain to the project’s
treatment control BMP(s) prior to discharging to the stormwater conveyance system. Note - If
fueling large equipment or vehicles that would prohibit the use of covers or roofs, the fueling
island should be designed to sufficiently accommodate the larger vehicles and equipment and to
prevent stormwater run-on and runoff. Grade to direct stormwater to a dead-end sump.

Surfacing

Fuel dispensing areas should be paved with Portland cement concrete (or equivalent smooth
impervious surface). The use of asphalt concrete should be prohibited. Use asphalt sealant to
protect asphalt paved areas surrounding the fueling area. This provision may be made to sites
that have pre-existing asphalt surfaces.

The concrete fuel dispensing area should be extended a minimum of 6.5 ft from the corner of
each fuel dispenser, or the length at which the hose and nozzle assembly may be operated plus 1
ft, whichever is less.

Grading/Contouring

Dispensing areas should have an appropriate slope to prevent ponding, and be separated from
the rest of the site by a grade break that prevents run-on of urban runoff. (Slope is required to
be 2 to 4% in some jurisdictions’ stormwater management and mitigation plans.)

Fueling areas should be graded to drain toward a dead-end sump. Runoff from
downspouts/roofs should be directed away from fueling areas. Do not locate storm drains in the
immediate vicinity of the fueling area.

Redeveloping Existing Installations

Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.)
define “redevelopment” in terms of amounts of additional impervious area, increases in gross
floor area and/or exterior construction, and land disturbing activities with structural or
impervious surfaces. The definition of “ redevelopment” must be consulted to determine
whether or not the requirements for new development apply to areas intended for

redevelopment. If the definition applies, the steps outlined under “designing new installations”
above should be followed.

Additional Information

m In the case of an emergency, provide storm drain seals, such as isolation valves, drain plugs,
or drain covers, to prevent spills or contaminated stormwater from entering the stormwater
conveyance system.

Other Resources

A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County
Department of Public Works, May 2002.

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of
San Diego, and Cities in San Diego County, February 14, 2002.
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Fueling Areas SD-30

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood
Control District, and the Incorporated Cities of Orange County, Draft February 2003.

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures,
July 2002.
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https://earthquake.usgs.gov/hazards/designmaps/



https://earthquake.usgs.gov/nshmp-haz-ws/hazard/E2008/WUS/-117.84107526/33.7873345/any/259
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